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Iron Cove and Gladesville DBridges dictated that those struc-
tures should be able to carry a line of railway; but the
Strathfield to Waratah route was selected in 1881 and the
section northwards to Hornsby opened on 17th September, 1886
with a station on the western section of the Ryde area,

Although the direct railway route to Sydney was
lost, the residents next amended their demands to that of
a light railway or tramway and in this respect success was
finally achieved in the form of an electric tramway but
another 24 years were to pass before these plans reached
fruition,

From the short steam tramway between the Railway
and Hunter Street in Sydney, opened in 1879, a major tram-
way system soon grew serving the inner suburbs of the city
and by 1892 the steam line reached the Balmain-Rozelle
region, Due to the steep grades beyond Rozelle the exten-
sion of a steam tramway to the Ryde area was impracticable,
without costly deviations or cable assistance on the grades,
but the Minister for Works expressed hope in 1897 when he
promised an electric tramway extension to Drummoyne within
12 months of the successful introduction of electric trac-
tion on the main Sydney tramway system,
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An eletric extension tramway of 2 miles from the
recently electrified Balmain line to the Sydney end of the
Gladesville Bridge was opened on 28th December, 1902, oper-
ated by electric trams from Ultimo Depot working through
Forest Lodge. The Tramways Department had envisaged the
operation of this line as a feeder to the through Balmain
route with passengers changing cars at Darling Street, but
the fear that a precedent would be set in the introduction
of transfer tickets caused a direct service to be worked
to the city, The through line to Circular Quay covered 7
miles 2 chains, with the last 1 mile 70 chains beyond
Moodie Street, Rozelle being of single track with 5 passing
loops.

The long awaited construction of the extension of
3 miles and 51 chains beyond Gladesville Bridge to Hatton's
Flat, Ryde, was celebrated with a "Turning of the First Sod"
by the Minister for Works, Mr, C.A. Lee on 12th December,
1908 and the monument to commemorate this event still stands
at the Top Ryde terminus, The same Minister was able to be
present on the decorated first tram along the line on Sat-
urday 11th June, 1910 when he released a gold buckle on the
ribbon across the line on the western end of the bridge,
cut a ribbon and laid a foundation stone with a silver
trowel at Gladesville and finally cut a ribbon with a pair
of silver scissors at Ryde. The "Sydney Morning Herald"
commented that the Hon, C.A, Lee therefore had three further
momentos to add to his growing private museum,

One thousand children welcomed the arrival of the
first tram to Ryde with a specially prepared song and then
participated in a sports' programme while the Minister was

A coupled set of P-class cars climb Victoria Road past the
Mount St, Margaret‘'s Hospital in 1949, )
Photo: led Davies
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treated to a banquet where he promised further extensions
to the tramway beyond Ryde. Mr, Lee also stated that "The
tram seems to be the NSW metropolitan flag and the popul-
ation follows this flag", The line was opened for excur-
sionists on the following day and to regular traffic on
Monday June 13th,

The journey time for the service of some 11 miles
was 76 minutes from Circular Quay, this being partially due
to the single track extension beyond Gladesville Bridge
with no less than 5 passing loops which could cause a gi-
gantic service tie-up should one tram on the line be running
late. The task of constructing a second duplicate track
beyond Rozelle commenced in 1906 but not until 1936 when
the tracks on the two bridges were duplicated was the task
completed, This enabled the journey time to be gradually
reduced over the years to 61 minutes,

With the opening of Rozelle tram depot on 17th
April, 1904 trams on the Drummoyne (and later the Ryde
route) were provided from that source but from 15th Septem-
ber, 1912 Ultimo Depot again housed the vehicles for the
Ryde line, The increased traffic along the Rozelle to
Circular Quay line caused by the Ryde extension was relieved
by a link line opened on 1l4th November, 1910 between Evans
Street, Rozelle and Miller Street, Pyrmont which enabled
the Ryde and Drummoyne services to be rerouted over Glebe
Island Bridge and the existing Pyrmont trackage, thus re-

Some of Sydney's unusual cars also visited Ryde. Here O/P
1451 and the hybrid partially rebuilt 1443 prepare to cross
the junction of Devlin Street and Blaxland Road, a few
hundred yards from the terminus, on 12th November, 1949,
Photo: Ben Parle



DECEMBER 1970 TROLLEY WIRE 13

ducing the long trip by almost a quarter of a mile. To

further relieve tramway congestion in Railway Square an

alternative approach to George Street was established on
27th March, 1911, linking Harris Street, Ultimo with the
city thoroughfares via Ultimo Road and Quay Street.

The only other major route deviation on the Ryde
tramway took place on 1lth October, 1915 when the Balmain
line along Gordon Street between Evans Street, Rozelle and
Johnston Street, Annandale and the Ryde tramway along Rob-
ert Street between Evans Street and Swan Street, Glebe
Island were relocated to junction at White Bay, This con-
struction resulted from the expansion of railway facilities
at Glebe Island and the erection of White Bay Power House,

Of the planned extensions to the Drummoyne and
Ryde tramway to Eastwood, Woolwich, Chatswood, Lane Cove,
Parramatta and Five Dock only the 1 mile and 25 chains of
track between Church Street, Ryde and Ryde Railway Station
was constructed, This line, operated as a feeder service
to the established trunk service, carried few passengers
during its short period of operation between 7th September,
1914 and 12th March, 1934 but its main purpose served as a
physical connection with the railway which enabled trams
for the isolated North Sydney network to be transferred
from Sydney along the railway tracks to St, Leonards hauled
by steam tram motors on Sunday mornings. Thus the road de-
viation caused by the elimination of the Ryde Station level
crossing by an underbridge and not poor patronage caused
the closure of this short tramway in 1934,

During late 1915, the Ryde to Ryde Station line
was subjected to 1,200 volt traction tests in place of the
usual 600 volt current. Six sections of the NSWGT carried
catenary overhead suspension; the Sydney Harbour Bridge,
the Brookvale to Narrabeen section of the Manly tramway,
the Summer Hill line, the opening span of Glebe Island
Bridge, the Suspension Bridge suspension span and the Ryde
to Ryde Station tramway, In most instances this overhead
construction was due to long intervals between cross span
wires or to provide additional electrical feeder area, but
at Ryde and Narrabeen this type of overhead was provided
for possible 1,200 volt operation, For the 1,200 volt ex-
periment the two Ryde substation 600 volt rotary converters
were connected in series, and three O-class tramcars, 1277,
1278 and 1279 were provided with dual voltage equipment,
The extent of the trial period has not yet been ascertained
and the principle was not applied to the Narrabeen line,
but the three trams continued to carry the dual redundant
equipment from June 1915 until some time between February
and December, 1940,

For several weeks from 6th September, 1922 the
outer end of the Ryde Station tramway operated as an iso-
lated system worked by two L-class trams, This special
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working was due to the track being progressively lifted

as the Water Board excavated a disused water main from
beneath the rails, One L car sufficed for regualr service
while the second tram served as an emergency vehicle,

To enable the two trams to be stabled behind
locked gates each night at the Ryde station yard on the
railway-tramway connecting line, the cars had to be coup-
led and one pushed by the other beyond the overhead wire.
At the end of service each evening, the isolated crew was
directed to deposit their tool box and driving handles
with the Ryde stationmaster, A flagman with a lamp guarded
the excavation and in the further interests of safety, the
single line staff was carried on the car on the Sydney
side of the blockade, but the principle of "one tram in
traffic" on the isolated portion of the track precluded
the need for an emergency staff token to be provided,

The transport advisory committee reported in 1932
that no possible way existed of improving the tramway jour-
ney time of 61 minutes between Circular Quay and Ryde under
existing conditions and although this committee felt that
motor omnibuses could provide a faster service by working
across Pyrmont Bridge, these buses could not hope to cope
with the heavy peak period loadings experienced by the tram-
way, In 1909 the short cut tramway route to t he City across
Pyrmont Bridge was surveyed but the Tramway Department drop-
ped the scheme due to wharf congestion along the way and the
fact that a shorter tramway route would reduce the five fare
sections to four thus cutting revenue.

.

TLANTI(

City bound 969 and 1445 rumble down Blaxland Road from Top
Ryde on the last day of service 17th December, 1949,
Photo: Ben Ffarle
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Just prior to World War II, trolley buses were pro-
posed as an alternative to the Ryde trams but the war pre-
vented further changes to the Sydney tramway scene, The
Transport Department had introduced a bus service between
the City and Ryde via Concord on 8th December, 1935 but
the inner end of this service was truncated to Pyrmont to
conserve fuel during World War II,

The first step in the eventual closure of the Ryde
line was the introduction of an express bus service running
across Pyrmont Bridge and then parallel to the tramway out-
wards from Pyrmont to serve through passengers from beyond
Gladesville; this peak period working was introduced in
June 1949, Industrial troubles, together with coal and
power shortages, caused the establishment of a Sunday bus
journey in place of trams to Ryde on 11th July, 1948 and
with the exception of two Sundays towards the close of 1948
when trams returned to the line, the Sunday bus operation
to Ryde became permanent.

The arrival of enough new bus chasses from England
enabled the Ryde line to be closed beyond Gladesville on
Saturday evening 17th December, 1949 when coupled cars 1699
and 1731 made the last run, The next conversion to buses
beyond Lyons Road, Drummoyne occurred on Sunday evening 19th
March, 1950 when tram 1901 closed the service, Sunday tram
operation had been reintroduced to Gladesville on Christmas
Day, 1949,

The Drummoyne tramway was expected to function for
the time being as new trams were being constructed for the
Sydney tramways and plans envisaged the retention of a com-
pact city network for the future. In fact, on 26th January,
1950, the Commissioner for Transport, Mr, Windsor, announced
that tramlines would be constructed on the new Iron Cove
Bridge to enable this operation to continue. On 28th May,
1950 part of the former Ryde tramway was reopened beyond
Drummoyne to Gladesville Bridge but a change in policy
resulted in the cancellation of the remaining 150 vehicles
of the 250 on the current tramcar order and the eventual
closure of the Sydney tramways, The Drummoyne to Glades-
ville Bridge tramway closed for a second time on 7th July,
1951 and the Drummoyne to Rozelle and the White Bay to Rail-
way Square via Pyrmont service closed with the end of traf-
fic on Saturday evening 27th June, 1953, The last tram over
this section was 2031 which made a chartered farewell trip
on the following day, On this day also, 28th June, the new
Ryde Bus Depot opened for traffic marking a return to the
mode of transport which the trams had replaced in 1910,
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Ship Ahoy!

The fleet of the "Port Jackson and Lady llopetoun
Maritime Museum" was increased on Sunday, 16th August, 1970
when at 11 am the Queensland pilot vessel "John Oxley"
steamed into Circular (uay.

The "John Oxley" is a single screw ship of 54l
gross tons, length 160 ft,, beam 32 ft,, draught 15 ft.,, and
the triple expansion steam engine can provide 1,400 indic-
ated horse power through a single screw, The vessel was
built by McGlasson of Paisley in Scotland in 1927 as a coal
burning vessel but was converted to use oil in 1947,

The "John Uxley" was recently presented for sale
by tender and although the maritime museum submitted a sub-
stantial amount as a purchase price this proved inadequate
to match the highest bid, The Queensland Government then
penerously decided to donate the vessel to the museum
under certain disposal conditions and after several months
of planning the "John Oxley" left Brisbane at Noon on Fri-

Above: The "John Oxley" in Sydney Harbour after its arrival

from Brisbane, Photo: Brian Burke
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day, 14th August for the 500 mile voyage to Sydney.

The crew consisted of several professional mar-
iners assisted by almost 40 museum members and enthusiasts
who paid their passage for the right to work on board dur-
ing the trip, Although permanent accommodation is provided
on board for a crew of 16 plus 6 officers and 10 pilots,
room is available to house a complement of over 50 in com-
parative comfort for short periods,

The vovage was undertaken in such good time that
the "John Oxley" steamed up the Hawkesbury as far as Cottage
Point on Sunday morning so that the arrival in Sydney Har-
bour would be on time, Ships of this size were once famil-
iar and regular sights on the IHawkesbury River until the
early 1930's but the "John Oxley" visit was so unusual in
this day and age that she was soon surrounded by many pleas-
ure craft curious as to this unannounced event,

The "John Oxley" was met at the Heads by the
HMASubmarine "Oxley" and the steam tug “Himma" which, to-
pether with other craft accompanied the new arrival to
Sydney Cove,

During August the "John Oxley" berthed near Darl-
ing Street .harf but since then she has moved to the Gas-
Works ‘/harf at North Sydney and not to Blackwattle Bay with
the other two exhibits, the steam launch "Lady Hopetoun"
(see TW. Dec 1965) and the steam tug “"Waratah",

The growing fleet has been "showing the flag";
the "Waratah" and the "Lady lHopetoun" participated in the
harbour and fireworks pageant during the Bi-Centenary Cele-
brations in April while during late September the "John
uxley" and the "Lady Illopetoun" were exhibited on water in
the cCaptain Cook Dock at Garden Island over Navy Week,

1022 Steams Again

Following approaches by the NSW Steam Tram and
Railway Preservation Society, that Society's former Emu &
Prospect Gravel & Road Metal Co, Ltd. No,1 (a Vulcan Iron
Works, USA, 0-4-0 built in 1912) and gravel dump truck were
exchanged for NSWGR loco 1022 from the NSW Rail Transport
Museum, the movements taking place during October, 1022 is
almost identical to the locomotive swapped, also being an
0-4-0 saddle tank built by Vulcan in 1916, It became in-
operative on 28th June, was officially condemned on 9th
October and under Railway Department standards could only
have been a static exhibit in the Rail Transport Museum,
However, under private ownership, 1022 was easily able to
acquire the necessary boiler certificate to allow it to
continue in service. The Society now has an additional
serviceable light locomotive to share operations with their
steam tram motor No, 103A,



1022 hauls C-class trailer 95 at Parramatta Park on Sunday,
15th November, 1970,

Photo: Greg Bass
Atlanteans in Sydney

The development of Sydney's bus fleet took a step
forward recently when the first Leyland Atlantean rear en-
gined double deck bus entered service with the Department
of Government Transport,

A contract for 200 vehicles has been placed and
the bodies are being constructed by Pressed Metal Corp-
oration of Revesby, NSW, on chasses imported from the
United Kingdom,

A number of new features are incorporated wiich
combine to give a design radically different to other veh-
icles in the DGT fleet, A stainless steel frame with alum-
inium and fibreglass panelling is used in the construction
of the body, Front and centre doors are provided and
access to the top deck is by a centrally located staircase,
An automatic counter indicates when there are ten or fewer
vacant seats on the upper deck, The counter is operated
by equipment built into the stair treads,

Provision is made for destination and route
blinds to be displayed on the front and side of the vehicle
with route numbers being displayed on the rear, front and
side, Interior lighting, including destination and route
number boxes, is by fluorescent tube.

Forced air ventilation is provided by four fans
directed along the ceiling of the lower deck and at seat
rail level on the top deck, Insulation is used between
the roof and ceiling to maintain cooler interior temper-
atures during the summer months and to prevent interior



DECEMBER 1970 TROLLEY WIRE 19

R AW PR

E.

Leyland Atlantean 1001 on display in the carpark behind DGT
head office on 8th May, 1970, This car park was once part
of the old Bridge Street tram depot yard,

Photo from Kodachrome by Vic Solomons

condensation in winter, Two mirror systems have been in-
stalled; one to provide an internal view of the centre
door and step, and the other for viewing the upper deck.

A vertically mounted diesel engine developing
168 hp provides a maximum speed of 40 mph, There are four
forward gears with a semi-automatic gear change and the
steering is power assisted. The external colour scheme of
"Mandarin Blue" and "Riviera White" complete the new image,

Length of the new buses is 30'9" and the width
8'25", This is 2'3" longer and 23" wider than the existing
double deck fleet,

The first of the order, numbered 1001, was out-
shopped from the builder's plant on 3rd April, 1970 and
completed an inspection tour to all depots before being used
on driver training duties, 1001 was placed on the roster
at Mona Vale Depot and entered revenue service on 29th June,

1970.

BACK PAGE: Perth D class 99, Built by the WAGR in 1921-22,
the D-class were the only 2-motor multiple unit cars in
Australia, They had Brill 39E maximum traction trucks and
were fitted with Van Dorn pattern Westinghouse couplers,
Photo: Reg Francis collection






